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you can open a RAR file and extract all of the file(s) contained within it, including other RAR files.1. Technical Field The present invention relates to a coordinate input device, a moving body, a coordinate input system, and a moving body
device. 2. Related Art There is conventionally known a coordinate input device which detects the position of a moving body (see, for example, JP-A-2003-205086). In this related art, a planar surface of a moving body is provided with a light
source which emits light and a light receiving element which receives the light emitted from the light source. An image captured by the light receiving element is calculated as a projective coordinate, so that a coordinate of the moving body is
detected. A technique regarding the detection of the position of a moving body which performs imaging by an infrared camera is also disclosed (see, for example, JP-A-2005-324565). In this related art, in the moving body, an infrared light
source is provided. The light reflected from a target surface in the environment is received by the infrared camera. The light reflected from the target surface is detected as a point signal. Accordingly, a specific point is detected. On the basis
of a detection result, the position of the moving body is calculated. However, when the position of a moving body is detected by directly projecting light onto a plane which is disposed in the moving body and calculates a projective
coordinate, it is not necessarily easy to obtain a projective coordinate with high accuracy. Also, even when the moving body itself is detected, the positional relationship between a display member on which the moving body is displayed and
the moving body needs to be considered.Sign up for our COVID-19 newsletter to stay up-to-

This is What I have So far: public static void main(String[] args) { Scanner input = new Scanner(System.in); File inputFile = new File("input.txt"); String input1 = inputFile.toString(); String[] names = input1.split("\\s+"); String title = "3DSimED3.with.Trial.Reset.v1" + " "; String title1 = "R2R ATM.v2.0-AiR.rar"; String name1 = "zophilia"; Scanner input1 = new
Scanner(System.in); System.out.println(" " + title + " " + name1); if (input1.hasNext()) { title1 = input1.next(); name1 = input1.next(); System.out.println("Title: " + title1); System.out.println("Name: " + name1); int index = 0; String[] namesAndPrices = input1.next().split(" ", 4); int value = Integer.parseInt(namesAndPrices[index]); System.out.println("Value: " +
value); int price = Integer.parseInt(namesAndPrices[index + 1]); System.out.println("Price: " + price); int index2 = index + 2; String[] names2 = input1.next().split(" ", 4); int value2 = Integer.parseInt(names2[index2]); System.out.println("Value2: " + value2); int price2 = Integer.parseInt(names2[index2 + 3ef4e8ef8d
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